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Fig No.: FPB-30

FEATURES & SPECIFICATIONS

Valve conforms to MSS SP-67 / BS EN593: 2009
Fusion bonded epoxy coated interior and exterior RAL3000
Factory installed UL listed double tamper switches
Valve approved for indoor and outdoor use
Universal Wafer Type Butterfly Valve suitable for

connecting to ANSI B16.1 Class 125, IS0 2084 /
DIN 2501 PN16 & BS 4504 PN16 Flanges
e Working pressure : 300psi - Non Shock Coldwater

Max. Test Pressure : 600psi

e Working temperature :-20°C ... 110°C

MATERIALS LIST

Name

Signal Gearbox
End Face Seal
Lower Shaft Sealing Nut

Lower Shaft
Disc

Upper Shaft
Body

Shaft Seal

Upper Shaft Sealing Nut

DIMENSIONS (inch/mm)

Size
2"/50
2.5"/65
3"/80
4”100
5"/125
6"/150
8"/200

NET WEIGHT (kg) & CRATE QTY (pcs)

Size
N.W.
Crate Qty

A
110
125
140
160
170
190
230

B
85
95
100
100
125
140
175

2"[50
8.40
35

ow

HIGHRISER BUTTERFLY VALVE WAFER TYPE

Material

Ductile Iron ASTM A536 65-45-12

EPDM

WCB ASTM A216
Stainless Steel SS416
DI+EPDM

Stainless Steel SS416

Ductile Iron ASTM A536 65-45-12

EPDM
WCB ASTM A216
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APPROVED

Cc D
32 100
32 112
32 120
32 165
32 182
32 216
32 260

2.5"/65
8.70
30

Note : FM approved for 2.5 - 8", UL listed for 2" - 8".

H
111
111
11
111
111
111
126

3"/80
8.80
25

K J P M N d L
218 152 90 70 9 10 42
218 152 90 70 9 10 44.2
218 152 90 70 9 " 453
218 152 90 70 9 14 52
218 152 90 70 9 14 54.4
218 200 90 70 9 16 55.8
232 290 125 102 12 19 60.5
4”100 5”125 6"/150 8"/200
10.80 12.00 14.60 26.70
25 18 18 9
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