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The power behind your mission




Valves and actuators

Electric Control
Ball Valves

2-way [/ 3-way

DN15-DN50

DN15...50, PN40

V(G1000 series ball valves Series Ball Valves are designed to regulate the flow of hot or chilled water in response to the

demand of a controller in HVAC systems.

The ball valves could be directly mounted with Johnson Controls VA9100 / VA9300 non-spring return actuators or VA9200

spring return actuators for on/off, floating, or proportional control.

Features

- Built-in Amodel flow characterizing disk to realize precise  « Blowout-proof stem and double O-ring seals to ensure a

flow control leak-free seal and safty

- Variety of Kvs per size to cover all load conditions - Reinforced PTFE seats to provide better wear resistance

Ordering Information

VG Valve
1 Ball Valve
2 Two-way
8 Three-way
0 BSPP threaded connection
5 Stainless steel trim and stem
XX Valve size
-X Identification code

Common product models are listed below. For more product models, please consult the Johnson Controls sales representatives.



Ordering Information

Size (mm) Characterizing Disk | Control Port (Kvs) | Bypass Port (Kvs) Two-way Three-way
1.0 0.6 VG1205AD-N VG1805AD-N
1.6 1.0 VG1205AE-N VG1805AE-N
Y 2.5 1.6 VG1205AF-N VG1805AF-N
4.0 2.5 VG1205AG-N VG1805AG-N
6.3 4.0 VG1205AL-N VG1805AL-N
N 10 5.0 VG1205AN-N VG1805AN-N
v 4.0 2.5 VG1205BG-N VG1805BG-N
6.3 4.0 VG1205BL-N VG1805BL-N
N 10 5.0 VG1205BN-N VG1805BN-N
v 6.3 4.0 VG1205CL-N VG1805CL-N
10 5.0 VG1205CN-N VG1805CN-N
N 16 8.0 VG1205CP-N, VG1205CP-C VG1805CP-N
v 10 6.3 VG1205DN-N VG1805DN-N
16 10 VG1205DP-N, VG1205DP-C VG1805DP-N
N 25 12,5 VG1205DR-N, VG1205DR-C VG1805DR-N
v 16 10 VG1205EP-N VG1805EP-N
25 16 VG1205ER-N, VG1205ER-C VG1805ER-N
N 40 20 G1205ES-N, VG1205ES-C VG1805ES-N
v 25 16 VG1205FR-N VG1805FR-N
40 25 VG1205FS-N, VG1205FS-C VG1805FS-N
N 63 31.5 VG1205FT-N, VG1205FT-C VG1805FT-N
Selection Table
Ball Valve Actuator Max. Close-off Pressure
VA9104
DN15 VG1205Ax-x VA9310
VA9203
VA9104
DN20 VG1205Bx-x VA9310
VA9203
VA9104 1378kPa
DN25 VG1205Cx-x VA9310
VA9203
VA9104"
DN32 VG1205Dx-x VA9310
VA9208
VA9104” 800kPa
DN40 VG1205Ex-x VA9310
VA9208 1378kPa
VA9104" 500kPa
DN50 VG1205Fx-x VA9310
VA9208 1378kPa
VA9104
DN15 VG1805AX-x VA9310
VA9203
VA9104
DN20 VG1805Bx-x VA9310
VA9203
VA9104
Three-way
DN25 VG1805Cx-x VA9310 1378kPa
VA9203
VA9310
DN32 VG1805Dx-x VA9208
VA9310
DN40 VG1805Ex-x VA9208
VA9310
DN50 VG1805Fx-x VAG208

(: Only applicable to VG1205xx-N and VG1205xx-C valves.

1. VA9104 and VA9300 Series Actuators are non-spring return, and VA9203 and VA9208 Series Actuators are spring return.

VA9104, VA9300, VA9203 and VA9208 have a maximum fluid temperature limit of 200°C unless used with the M9000-561 thermal barrier.
To avoid excessive wear or drive time on the motor for VA9104, use a controller and/or software that provides a timeout

function to remove the signal at the end of rotation (stall). The IGx and SSx models have an auto shutoff function to avoid

excessive wear or drive time on the motor. ﬂ/) ('
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Valves and actuators

Technical Specifications

- Rated pressure: PN40

- Medium: Chilled/hot water; glycol solution (max
concentration 50%)

+ Medium temperature: -10 - 120° C
- Flow characteristics: Two-way: equal percentage

Three-way: equal percentage for
control port, and linear for bypass port

+ Leakage: control port: <0.01% Kvs (ANSI Class IV IEC
60534-4)

bypass port: <1% Kvs

120

+ Valve-pipe connection: BSPP (Rp, 1ISO7/1)
+ Storage temperature: -10 - 65° C, no condensation
- Materials

Body: forged brass
Stem: stainless steel
Trim: stainless steel

Seats: reinforced PTFE, with EPDM O-ring
backing Characterizing disk: AMODEL® AS-1145HS
Polyphthalamide Resin

100

80

60

40

Max. flow percentage (%)

20

0O 5 10 15 20 25 30 35 40 45 50 55 60 55 70 75 80 85 90

Stroke percentage (%)

Figl: Flow characteristics curve

Typical Applications of VG12xx /18xx Ball Valves

Coil E
‘} Port A Port B }—P Return

VG12xx two-way ball valve

< < Supply

Fig2: Typical two-way valve application

Coil E
:} Port A Port C }—b Return

Port VG18xx three-way
B ball valve

< < Supply

Fig3: Typical three-way valve application

Note: Recommend to mount the valve downstream from the coil to minimize head transfer to the actuator.
Check the valve carefully prior to restart after off season or long down-time to avoid any torque increase arising from shut down and application problems.
Before installing an electric actuator in the field, rotate the valve stem several times to eliminate the torque built up due to long-term storage.



VA9104 Series Non-Spring Return Rotary Electric Actuators

Model # Rated torque | Power supply Control type Feedback signal
24VAC Floating
24VAC Floating
24VAC On/off or floating (with timeout)
N 24VAC On/off or floating (with timeout)

85-256VAC | On/off or floating (with timeout)

VA9104-IUA-1S

VA9104-GGA-1S 24VAC 0(4) - 20mA (with field- 0(2)~10VDC
furnished 500 ohm resistor)
0(2) - 10VDC or
VA9104-GGA-3S 24VAC 0(4) - 20mA (with field-

0(2) - 10VDC or

furnished 500 ohm resistor)

Note: For more information, refer to the VA9104 Series Electric Actuators Product Bulletin.

VA9104 Actuators Wiring Diagrams

N~ ‘~ ] L[y
Blk | Red | Org 3 1 2
1 2 3

L ~ AC 24V 50/60Hz 1 j} AC 24V 50/60Hz

Fig 4: VA9104-AGA-1S and VA9104-IGA-1S Fig 5: VA9104-AGA-3S control wiring

Rotation time for 90° (s)

Electrical connection

1.2m cable

M3 screw terminals

1.2m cable

60s (60Hz) M3 screw terminals
72s (50Hz)
1.2m cable
1.2m cable
M3 screw terminals
L wy (I\T
1 2 3
[eToTe]

1 ~ AC 24V 50/60Hz

Fig 6: VA9104-IGA-3S control wiring

control wiring diagram diagram diagram
~NYIY Wht | Blk | Org
Wht | Blk | Org —
1 2 3 I
S I I s _ON | DAY
— — — _ OFF YRA
S1
1
AC 100..240 V
L AC 100...240V 50/60HZ 50/60HZ

Fig 7: VA9104-IUA-1S control wiring diagram

Fig 8: VA9104-IUA-1S on/off control wiring diagram

Johnson ﬂj)l(‘

Controls



Valves and actuators

DC 0(2)...10V control

Blk | Red | Gry | Org
1 2 3 4

AC
- 24V A~

L DC 0(2)...10v4 Y

— DC0(2)...10v — Y+
1 u

0(4)...20 mA control
with external resistor

Blk | Red | Gry | Org
1 2 3 4

AC +
F 24V A~
DC 0(4)...20V
Y
500Q/0.25W
—— DC 0(4)...10V —Xt+
U

1

Fig 9: VA9104-GGA-1S control wiring diagram

DC 0(2)...10V control

1 ~ (0(2)...10 V
1 2 3
[eTele]]
T T
24V

DC 0(2)...10v- Y

1

0(4)...20 mA control
with external resistor

1 ~ (0(2)...10 V
1 2 3
[eTele]]

AC
24V

D(4)...20 mA

1 500Q/0.25 W

Fig 10: VA9104-GGA-3S control wiring diagram

Override to MIN position

Override to MAX position

Blk | Red | Gry | Org Blk | Red| Gry| Org
1 2 3 4 1 2 3 4
d = g >
_ s T — T

| AC |,

24V 9

A B
J | AC |
24V

L Y

DC 0(2)...10 V- . L oco@.10vY
——DC 0(2)...10 v—U 5G 0@2)..10 v—Y *

coM COM

A Open = MIN Position
A Closed =Normal Operation

Override to MIN, MID, MAX
positions 0(4)...20 mA
control with external

B Open = MIN Position
B Closed =Normal Operation

Override to MIN, MID, MAX
positions 0(2)...20 mA
control with external

resistor resistor
Blk | Red| Gry | Org Blk | Red | Gry | Org
1 2 3 4 1 2 3 4
g > g >
_ T —T— _ —
) aSa
B B
»\% n\q«
AC AC
[f2av™"™ [2av™"™
0(4)...20 mA
Gy |_bc Sy
02).. 10V \\
500Q/0.25 W + +
CcoM v com v
FUNCTION A B Cc FUNCTION A B C
0% (MIN ) | —/o |~/ |—~— 0% (MIN) | —/—|—— |~
50% (MID) | /|t |~ 50% (MID) | /|~ |~
100% ( MAX ) | —t- |/ |/ 100% (MAX ) | | /| /oo
NORMAL | /| /|t NORMAL | /| /| ot

Fig 11: VA9104-GGA control wiring diagram

(Override)

FIG:VA9 104GGx2(2)_wir



VA9310 Non-Spring Return Rotary Electric Actuator

Model # Rated torque | Power supply Control type Feedback signal |Rotation time for 90° (s) Auxiliary switch
VA931! =3 10 Nm 100~ 240 VAC On/off or floating 90
@
On/off or floating o M9300-2 or M9300-1
VA9310-HGA-3 10 Nm 24 VAC/VDC or 0(2) - 10VDC 0(2)~10vVDC 90

Notes: For more information, refer to the M/VA9310 Series Actuators Product Bulletin.
(D Applicable to only control type of 0(2)~10VDC.
@ Auxiliary switch needs to be ordered separately. M9300-2 = 2 SPDT, M9300-1 = 1 SPDT.

VA93xx-HGA-3 Actuators Wiring Diagrams

YDA|DAY vDA|DA Y

BLK |RED | GRY |ORN BLK [RED | GRY |ORN
1|2 |3 | 4 112 13 |4
sl oo o o sl T T o T

3 g 2| ¢ 5 o 8
o £ £ S o =
I Je 8 e
2 ] ov
= e x
O x
T S
<
T =
Fig 12: On/off control for 24V applications Fig 13: Floating control for 24V applications
BLK [RED | GRY [ORN BLK |RED | GRY |[ORN
1 2 3 4 1 2 3 4
—_ 4 — - - L = — - T T T A o
s @) (@) ) = 2 E‘ a
O Q a o o QS >
— << o o 0 N o -
e T A - | e B4 e
< 2 2 S X o
N a oV o i
o X < v
<t 500 Q
T 0.25 W
Fig 14: Proportional control for 0(2)-10VDC applications Fig 15: Proportional control for 0(4)-20mA applications

Note: The 500 ohm resistor is not included in the standard offering
and needs to be ordered separately.

Johnson 4/)1(‘

Controls



Valves and actuators

VA93xx-AUA-3 Actuators Wiring Diagrams

DAY|YDA DAY|YDA

BLK |BRN|ORN BLU [BRN|ORN
1 2 3 1 2 3
TP f- == --
(@) < (@) o
o3 s °

ihd g
t ! 8

Fig 16: On/off control for AC 85-264V applications Fig 17: Floating control for AC 85-264V applications

VA920x Spring Return Rotary Electric Actuators

Power-on rotation | Spring return
time for 90° (s) time (s)

3Nm 24 VAC/VDC Floating or On/off 90 16 B

3 Nm 24 VAC/VDC Floating or On/off 90 16 1 SPDT
3 Nm 100~230 VAC On/off 53~71 22 _

3 Nm 100~230 VAC On/off 53~71 22 1 SPDT
3 Nm 24 VAC/VDC On/off 53~71 22 _

3 Nm 24 VAC/VDC On/off 53~71 22 1 SPDT
3 Nm 24 VAC/VDC 0(2)~10VDC 0~10VDC 90 16 _

3 Nm 24 VAC/VDC 0(2)~10VDC 0~10VDC 90 16 1 SPDT
8 Nm 24 VAC/VDC Floating or On/off 150 22

8 Nm 24 VAC/VDC Floating or On/off 150 22 2 SPDT
sNm 20w onof 537 2

8 Nm 230 VAC On/off 53~71 21 2 SPDT
8 Nm 24 VAC/VDC On/off 53~71 21

8 Nm 24 VAC/VDC On/off 53~71 21 2 SPDT
8 Nm 24 VAC/VDC 0(2)~10VDC 0~10VDC 150 22

8 Nm 24 VAC/VDC 0(2)~10vDC 0~10VDC 150 22 2 SPDT

For more information, refer to the VA9203 Series Actuators Product Bulletin or the VA9208 Series Actuators Product Bulletin.

Rated torque Power supply Control type Feedback signal Auxiliary switch




VA920x-Agx Actuators Wiring Diagrams

BLK | RED [ GRY [ ORN
1 [ 23] 4
J
J
L~ 24VAC
-+ 24vDC

Fig 18: Floating control, 4 wire

Floating Control, 4 Wire

BLK | RED | GRY | ORN
1| 2|3 ] 4
- >

?(
1~ 24VAC
-+ 24vDC

Fig 19: On/off control, single wire

BLK | RED | GRY | ORN BLK | RED [ GRY | ORN
1 2 3 4 1 2 3 4
- > >

I
—
3 o
1 ~ 24 VAC
- + 24 VDC

Fig 20: Floating control, parallel connection

VA920x-BGx, VA9203-BUx, and VA9208-BDx Wiring Diagrams

1 ~ AC 24V 50/60Hz
- + DC 24V

Fig 22: On/off control for 24V applications

AC 85...264 V 50/60Hz

Fig 23: On/off control for 85-264V
applications

BLK | RED | GRY | ORN
1 2 3 4
(0(
1 ~ 24 VAC
- + 24 VDC

Fig 21: On/off control, 2 wire

N L1
AC 230 V 50/60Hz

Fig 24: On/off control for 230V
applications

Johnson yj)l(‘
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Valves and actuators

VA920x-GGx Actuators Wiring Diagrams

BLK | RED | GRY | ORN
1 2 3 4

< >

AC/DC
F 24y H ~(+)

L DC 0(2)...10v- Y

— DC 0(2)...10V — Y+
u

CcoM

Fig 25: Proportional control for 0-10VDC

applications

BLK | RED | GRY | ORN
1 2 3 4
< —
+
AR -

Note: The 500 ohm resistor is not included in
the standard offering and needs to be ordered

separately.

coMm

0(4)..20mA |Y

5000/0.25W
—— DC 0(4)...10V —
U

Fig 26: Proportional control for
0(4)-20mA applications

BLK | RED | GRY | ORN BLK | RED | GRY |ORN
1 2 | 3| 4 1 2 |13 |4
g ) g >
——T 41—t -
L N
AC/DC] _(,y
24V
- DC 0(2)...10V -
-DC 0(2)...10V +
u
COM

Fig 27: Proportional control for
0-10VDC master-slave applications

Assembly Dimensions 1 (VG1205/1805 + VA9104 Series Actuators) (mm)

‘1— 71— |

-y
=

140
|
1
|

Valve Size Actuator

A

without thermal barrier

98
98
100
m
115
120

)

—

A

135
135
137
146
150
155

with thermal barrier

17
17
19
26
29
37

31
31
33
44
48
53

Note: The M9000-561 thermal barrier is not included in the standard offering and needs to be ordered separately.

1

@]

129
133
141
150
155
165

67

75

92
109
119
139

O OV VU v O o

33
38
46
54
59
74



Assembly Dimensions 2 (VG1205/1805 + VA9310 Series Actuators) (mm)

Valve size

DN15
DN20
DN25

DN32
DN40
DN50

Actuator ‘

Thermal barrier
(M3000-561)

VA9310
VA9310
VA9310
VA9310
VA9310
VA9310

A

121
121
123
134
138
143

without thermal barrier

with thermal barrier

146
146
148
159
163
168

169
169
169

Note: The M9000-561 thermal barrier is not included in the standard supply, and needs to be ordered separately.

Combo Dimensions 3 (VG1205/1805 + VA9203/9208 Series Actuators) (mm)

82 (VA9203)
4 99 (vA9208) :
| ===— 1%

/A4

DN15
DN20
DN25

DN32
DN40
DN50

VA9203
VA9203
VA9203
VA9208
VA9208
VA9208

A A C E
ermal barrier| with thermal barrier
117 152 17 31 167 67

117
119
195
200
204

152
154
235
240
244

17
19
26
29
37

31
33
44
48
53

A fF N
e ) St 3%,
y 1 @j Q i(é) l
I & | /J | ©
N e T,

171
180
184
189
195

Note: The M9000-561 thermal barrier is not included in the standard offering and needs to be ordered separately.

109
119
139

75
92
109
119
139

O W W W O O
N
()]

33
38
46
54

59
74

© O vV OV v o
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Johnson Controls:

At Johnson Controls (NYSE:JCI) we transform the environments where people live, work, learn and play. As the global leader in smart, healthy
and sustainable buildings, our mission is to reimagine the performance of buildings to serve people, places and the planet.

With a history of more than 135 years of innovation, Johnson Controls delivers the blueprint of the future for industries such as healthcare,
schools, data centers, airports, stadiums, manufacturing and beyond through its comprehensive digital offering OpenBlue. With a global team
of 100,000 experts in more than 150 countries, Johnson Controls offers the world’s largest portfolio of building technology, software as well

as service solutions with some of the most trusted names in the industry.

For more information, visit www.johnsoncontrols.com or follow us @johnsoncontrols on Twitter.

AUSTRALIA
38 South St,
Rydalmere,

NSW 2116, Australia

SINGAPORE

31 International
Business Park Road,
#03-02, Lobby D & E,
Singapore 609921

HONG KONG

11/F & 12/F,
Millennium City 6,
392 Kwun Tong Road,
Kwun Tong,
Kowloon, Hong Kong

KOREA

34, Mareunnae-ro,
Jung-gu,

Seoul, 04555, Korea

The power behind your mission

PUBL-9251EN(0623) © 2023 Johnson Controls. All Rights Reserved.

INDONESIA

Wisma 77, 16th Floor,
JI.S. Parman Kav. 77,
Slipi,

Jakarta 11410,
Indonesia

THAILAND

33/4 The Ninth
Towers, Grand Rama
9, 29t Floor, Tower B
Rama 9 Road
Huaykwang,
Bangkok, 10310
Thailand

MALAYSIA

Luxor Tech Centre,
Level 2,

No. 1A, Jalan
Teknologi, Taman
Sains Selangor 1, Kota
Damansara, PJU 5,
47810 Petaling Jaya,
Selangor Darul Ehsan,
Malaysia
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