FEATURE & BENEFITS

e Available in size 2"-24"

e Wafer body features four alignment holes

e |deal for on-off or throttling services

e Designed to comply with MSS SP-67 and API 609. For exact valve
measurements see dimension table.

e Available to operate with handle ,gearbox and motorized

e Compatible with ANSI 125/150 or PN16 flanges

BUTTERFLY VALVES

ANSI CLASS 125

MATERIAL
No. _Pat | _ Material | _ Size |

Dimen3|onal DraW|ng 1 BODY Ductile Iron / Cast Iron ALL
2 DISC S§S304 / Aluminum Bronze ALL

3 SEAT Buna-N / EPDM / VITON ALL

4 SHAFT SS416 ALL

: 5 TAPER PIN SS316 ALL

6 KEY Carbon Steel ALL

@ 7 O-RING Buna-N ALL

@ 8 BUSHING PTFE ALL

@ e BUSHING PTFE ALL

@ 10 BUSHING PTFE ALL

®
VALVE
@ size
13 1/2 3/8 11/16 1.26
@ 161 03 32 G aads wds 1s50 o o W 69 & 12055 1746 101 60  32.0
In. 65 3% 13 1% 1/2 38 276 039 2% 55  11/16 4 4 183
mm. 17463 9525 47.63 31.75 1270 953 70 10 69.85 13970 17.46 12065 465
(5) 3" . 73 6 1% 13 1/2 3/8 276 039 23 6 11116 4 55 254
75 mm. 180.98 101.60 47.63 31.75 12.70 9.53 70 10 69.85 152.40 17.46 130.18 64.5
®) In. 7% 47 23 1% 5/8 38 276 047 2% 75 11716 4 65 354
mm. 20003 123.83 5398 31.75 1588 953 70 12 69.85 190.50 17.46 17145 899
In. 83 5% 2, 1316 34 38 276 055 2% 8y 1316 4 7% 436
- mm. 21273 136.5 57.15 20.64 19.05 9.53 70 14 69.85 215.90 20.64 196.85 110.7
In. 85 5% 2% 15 3/4 3/8 276 055 2% 97 13/16 4 85 5.72
mm. 22543 14923 5715 3175 19.05 953 70 14 69.85 241.30 20.64 219.08 1453
il In. 103 7% 2} 13 7/8 716 4.02 067 3% 15 13/16 4 103 7.6
PI0 mm. 26035 180.98 caf0  aads a3 1w 4% 17 9533 20845 2064 268.29 193.0
@ [, 113 8] 2% 15 13 716 402 087 3% 145 1516 4 1375 9.5
mm. 292.10 209.55 69. 85 44 45 28.58 11.11 102 22 95.; 33 361.95 23.81 331.79 241.3
12" (. 13% 92 4 $ 15 716 402 095 33 17 15/16 4 165 11.45
KON mm. 33655 247.65 79.39 4445 3175 1141 102 24 9533 431.80 23.81 40058  290.8
In. 14% 11 31 13 13 7/16 402 095 33 183 1% 4 175 12.78
mm. 36830 279.40 7938 4445 3175 1141 102 24 9533 47625 26.99 43498 3246
@ 16” [T 153 12 3% 2 135 7/8 650  1.06 63 213 175 4 20 1497
PV mm. 40005 304.80 88.90 50.80 3334 2223 165 27 16510 53975 26.99 508.00 380.2
d 165 143 4% 2 1% 7/8 650  1.06 63 22% 1% 4 215 16.83
@ Y| mm. 42228 36513 10795 5080 3810 2223 165 27 16510 577.85 31.75 54295 4275
| In. 185 143 5% 23 13 7/8 650  1.26 6% 25 iy 4 235 18.67
! mm.  479.43 371.48 13335 6350 4128 2223 165 32 16510 63500 31.75 592.14  474.2
24” [T 22§ 18 63 25 2 7/8 650  1.42 6% 293 1% 4 277 2262
W) mm. 56198 457.20 15558 69.85 50.80 2223 165 36 16510 749.30 34.93 708.03 5745

o Pressure Rating : ANSI Class 125

o Max Working Temperature : 180 °C for Buna-N , 275 °C for EPDM and VITON

e End Connection : Class 125/150 or PN16

e Specification : Valve are manufactured in accordance with MSS SP-67 and APl 609

E-mail : hvac@massteclink.co.th
Tel. 02-942-1433  (Head Office)
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Cy VALUES-VALVE SIZING COEFFICIENTS (US-GPM@14P)
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DIFFERENTIAL PRESSURE

n 100 106
196 150 163
302 n 207 220
600 n 290 323
1022 n 42 481
1579 ﬂ 599 691
3136 n 1,060 1,183
5340 1,671 1,872
8250 n 2,568 2,795
11917 n 2,640 3,070
16388 16” 4,260 4,880
21705 n 6,287 7,243
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