139/740 Series

Needle Valves

735/740 Series Needle Valves are of the rising stem

type and are designed to shut off the flow of the process

media to the pressure instrument, thereby allowing the
instrument to be isolated from the pressure media or
removed from service. Needle valves may also be used
to throttle flow and aid in dampening pulsations. Trerice
Needle Valves are constructed from brass, carbon steel

and stainless steel for use on a variety of pressure media.

It is recommended to place a needle valve, ball

. 735-2 735-8 735-9

valve or gauge cock in line before every pressure 735-4 740-3 740-4

gauge installation. 740-11 740-9

735/740 Series Needle Valves
Item Connection Maximum Maximum  Approximate
No. Type Size (NPT)  Body Seat Stem Packing  Pressure (psig) Temperature Shipping Weight
735-2 FXF 1/4 Brass* Brass Brass Teflon 2000 200°F 0.3 Ibs [0.14 kg]
735-4 FXF 1/4 Carbon steel Teflon 316SS Teflon 4000 200°F 0.3 Ibs [0.14 kg]
735-8 FXF 1/4 316SS 316SS 316SS Teflon 6000 200°F 0.3 Ibs [0.14 kg]
735-9 MXF 1/4 316SS 316SS 316SS Teflon 6000 200°F 0.3 Ibs [0.14 kg]
740-3 FXF 12 Carbon steel Carbon steel 316SS Teflon 10,000 200°F 1.0 Ibs [0.45 kg]
740-4 MXF 12 Carbon steel Carbon steel 316SS Teflon 10,000 200°F 1.3 Ibs [0.59 kg]
740-9 MXF 1/2 316SS Delrin 316SS Teflon 6000 200°F 1.3 Ibs [0.59 kg]
740-11 FXF 1/2 316SS 316SS 316SS Teflon 10,000 200°F 1.0 Ibs [0.45 kg

* Add (PBF) to the end of part number to specify Lead-Free brass.
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