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PRODUCT BENEFITS

grey water, black water

DELIVERED AS STANDARD

Sanicubic 1 VX W80

ZPS Control Box

CURVE

DIMENSIONS

CONNECTIONS

Inlet diameter DN  : 150 mm

Discharge diameter DN 

Ext. ventilation diameter  : 100 mm 

 : 100 mm

Dimensions (mm)

•  Max. Head (Q0)  : 11   m   
•  Max. Flow rate  : 60 m3/h

Sanicubic 1 VX W80 is a lifting station equipped with a pump and vortex impeller with a free passage of 80 mm. It is 
equipped with a DN 150 inlet, ideal for lifting large volumes of wastewater from public buildings or complexes. It can 
also be installed at the outlet of a grease trap. The station is supplied as standard with a pneumatic control box 
including an audible and visual alarm.

• Station to be placed directly on the floor
• Accessibility for maintenance
• Vortex wheel
• 1 inlet DN 150
• Total tank volume of 350 L
• Effective volume 175 L
• Free passage 80 mm
• Control box included
• Station (inlet) can be customised for a bespoke 

installation
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Sanicubic 1 VX W80T

Type of activation pneumatic

Type of control box ZPS 1 case

Material

Tank PE LD

Pump housing EN-GJL-200

Motor housing Aluminium

Impeller Polyurethane (PUR)

Electrical features

Voltage (V) 400

Frequency (Hz) 50

Power consumption P1 (W) 4000

Power output P2 (W) 3000

Mode of operation S3 25 %

IP rating IP56

Hydraulics

Max. Head (m) 11

Max. flow rate (m3/h) 60

Inlet diameter DN 150

Discharge diameter DN 100

Ext. ventilation diameter (mm) 110

Ventilation diameter DN 100

Total volume (L) 350

Useable volume (L) 175

Free passage (mm) 80

Max.  temperature of the pumped liquid (5 min) 55°C

Type of impeller vortex

Identification and logistics

Gross weight (kg) 137

EAN code 3308815100715

Product code CUBIC1VXW80T

Factory code CUBIC1VXW80T
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