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A True Manufacturer
Fivalco is an inventor and leading manufacturer of superior flow control products. Our products are 
designed-tested and certified by the leading testing agencies, including the Underwriters                
Laboratories (UL), Factory Mutual (FM), Water Regulations Approval Scheme (WRAS), National 
Sanitation Foundation (NSF) and etc, based on a wide range of global standards.

Founded in 1985 by Sir Michael J.Graham in California, USA, we have dedicated ourselves to the 
production of critical flow control products, serving the critical Fire Protection, Heating,                 
Ventilation & Air Conditioning (HVAC), General Process Industries, Water Supply & Water Treatment 
markets worldwide.

We operate from our main facilities utilising the latest manufacturing technologies and equipment 
available to produce world class flow control products. We strive to continue to provide the highest 
quality products to discerning customers at all times.



FIVALCO HIGHRISER OS&Y GATE VALVE 

FIVALCO® - BETTER BY DESIGN

UL LISTED FM APPROVED

365PSI / 25BARS

HIGH STRENGTH DUCTILE
IRON BODY+BONNET

TRIPLE PTFE SEAL

FUSION BONDED EPOXY COATING

BRONZE STEM NUT

STAINLESS STEEL STEM

STAINLESS STEEL YOKE BOLTS

PRE GROOVED FOR TAMPER SWITCH

WAX BOLT SEALS

PRECISION MOULDED DISC
GUIDES FOR POSITIVE

DOUBLE SEALING



We are now in our 40th year of manufacturing Fire Protection Valves of uncomprosmising quality for our discerning customers.

All our products are FM or UL approved and most carry both UL and FM listings / approvals.

The latest edition of the NFPA code stated “products shall be listed or approved,” without reference to either UL or FM although it is 
common practice for consultants to specify both a Underwriter Laboratories listed and a Factory Mutual approval.

UL listed means that the product has been tested, has passed all the stringent tests mandated by Underwriter Laboratories and is listed in 
the UL catalogue of Fire Protection Equipment.

FM approved means that the product has passed all severe tests mandated by Factory Mutual and is approved by FM for use in building 
structures insured by Factory Mutual Insurance.

We, and all other manufacturers of similar products are subject to identical factory and product audit approvals and tests without             
compromise as the same approval and test criteria are applied to all procedures of such products regardless of location any where in the 
world.

All valves are pressure tested for approval at 4 times the working pressure depending on valve size, and all valves must pass a cycling test of 
1000 open/shut operations without failure of any part or component.

We take great care to make our products both attractive and functional and it is essential that our customers and end users do the same in 
order to maintain product intergrity and proper function.

We draw your attention to minimum practices for handling and installation of our valves, at the end of this catalogue.

We are not content with making valves purely to meet mandatory specifications and have added quality and other features to stand out 
above the crowd.

All gate valves have stainless steel stems for better corrosion resistance - our competitors use common brass.

All gate valves are painted true fire engine red, no on site painting needed.

All materials for our valves are equal to, or superior to, our competitors.

All written material in this catalogue is copyrighted and may not be produced in part or in whole without express written permission.
Violators will be prosecuted.

Fivalco is registered trademark. Use of the trademarks without written permission is illegal and all violators will be prosecuted to the full 
extent of the law.

Design, materials, & specifications are subject to change without notice for continuous product improvement & development.

� The quality goes in before our name goes on�

GENERAL INFORMATION

FIVALCO® - BETTER BY DESIGN



GATE VALVES

CHECK VALVES

BUTTERFLY VALVES

BS VALVES

List

Y-STRAINERS

3299-365-FLA

3299-365-FG

3299-365-GG

3299-365-MJ

3299-365-FM

3288-365-FLA

3288-365-FG

3288-365-GG

3288-365-MJ

3288-365-FM

3299-L-200/250-FLA

3288-L-200/250-FLA

IPO365

IPOL888

WPO365

5201-365-FLA

5201-365-GG

5201-365-GGR

5301-300-W

YS-300-FF

YS-300-FG

YS-300-GG

Y-Strainer Flanged Ends

Y-Strainer Flanged-Grooved Ends

Y-Strainer Grooved Ends

27

28

29

FPBG-300W

FPBG-300G

FPBG-300L

BBG-300

BBT-300

1352

1353

BS Butterfly Valve Grooved Ends

BS Butterfly Valve Wafer Type

25

26

Butterfly Valve Wafer Type

Butterfly Valve Grooved Ends

Butterfly Valve Lug Type

Bronze Butterfly Valve Grooved Ends

Bronze Butterfly Valve Threaded Ends

20

21

22

23

24

Swing Check Valve Flanged Ends

Swing Check Valve Grooved Ends

Swing Check Valve Grooved Ends Riser

Double Door Check Valve Wafer Type

16

17

18

19

OS&Y Gate Valve Flanged Ends

OS&Y Gate Valve Flanged-Grooved Ends

OS&Y Gate Valve Grooved Ends

OS&Y Gate Valve Mechanical Joint Ends

OS&Y Gate Valve Flanged-Mechanical Joint Ends

NRS Gate Valve Flanged Ends

NRS Gate Valve Flanged-Grooved Ends

NRS Gate Valve Grooved Ends

NRS Gate Valve Mechanical Joint Ends

NRS Gate Valve Flanged-Mechanical Joint Ends

OS&Y Large Gate Valve Flanged Ends

NRS Large Gate Valve Flanged Ends

Vertical Type Indicator Post

Vertical Type Large Indicator Post

Wall Type Indicator Post

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15



AIR VENT VALVE

FIRE HYDRANT

BRASS VALVES

FLEXIBLE SPRINKLER CONNECTOR

9702

FV-DBH

FV-WBH

FBFCS

FBHV

FBPR / FBPRB

FBBV

FTDV

QF-400 / QF-400E / QF-400G

QF-600

QF-1000 / QF-1000E

Flexible Sprinkler Connector

Flexible Sprinkler Connector

Flexible Sprinkler Connector

43

44

45

WATER FLOW INDICATOR & SUPERVISORY SWITCH

WFD-V

WFD-T

SPCV-1

SNRS-1

SOSY-1

Vane Type Water Flow Detector with Retard

T-Tap Type Water Flow Detector with Retard

Post Indicator Control Valve Supervisory Switch

Non Rising Stem Valve Supervisory Switch

Outside Screw & Yoke Valve Supervisory Switch

47

49

50

51

52

Brass Fire Department Connections

Brass Fire Hose Valve

Brass Pressure Reducing Device

Brass Ball Valve

Brass Test and Drain Valve

34

35

36

37

38

BRONZE VALVES

BGV

BAV

BGVT

BGL

Bronze Gate Valve

Bronze Angle Valve

Bronze Globe Valve

Bronze 3 Way Globe Valve

39

40

41

42

Dry Barrel Fire Hydrant

Wet Barrel Fire Hydrant

31

32

Automatic Air Vent Valve Threaded Ends 30



Approved and listed valve products 
by FM (Factory Mutual) and 
UL (Underwriters Laboratories) 



Fivalco reserves the right to alter the information in this document without prior notice. Fivalco shall not be liable for technical errors or omissions contained herein.
Images are for illustrative purposes only. Refer to local sales representatives for detail catalogues, technical data and specifications.

1Gate Valves

HIGHRISER GATE VALVE RESILIENT SEATED OS&Y TYPE FLANGED ENDS
365PSI Fig No.: 3299-365-FLA

Name Material

MATERIALS LIST

DIMENSIONS (inch/mm)

NET WEIGHT (kg) & CRATE QTY (pcs)

2”/50
7.01/178
16.1 /409
6.3 /160

Body

Wedge
Wedge Nut
Stem
Bonnet

Gasket

Packing

Stem Nut
Handwheel

Ductile Iron ASTM A536 65-45-12
Ductile Iron ASTM A536 65-45-12 + EPDM
Bronze ASTM B62
Stainless Steel AISI 304
Ductile Iron ASTM A536 65-45-12
EPDM
Graphite
Bronze ASTM B62
Ductile Iron ASTM A536 65-45-12

2.5”/65
7.50/191
16.1 /409
6.3 /160

3”/80
8.00/203
18.2 /463
8.66 /220

4”/100
9.00/229

20.55 /522
8.66 /220

5”/125
10.00/254
28.15 /715
11.02 /280

6”/150
10.50/267
28.15 /715
12.05/306

8”/200
11.50/292
35.94 /913
14.56 /370

10”/250
13.00/330

44.01 /1118
16.53 /420

12”/300
14.00/356

51.18/1300
17.52/445

12”/300
167.00

2

10”/250
111.00

4

8”/200
72.00

6

6”/150
46.90

9

5”/125
40.30

9

4”/100
27.16

16

3”/80
22.13

16

2.5”/65
18.91

25

2”/50
17.64

25

Size

N.W.

Crate Qty

Size

L

H

D

FEATURES & SPECIFICATIONS
Rising stem, Outside Screw & Yoke (OS&Y)
Stainless steel stem
Valve conforms to AWWA C515 / BS5163
Fusion bonded epoxy coated interior and exterior RAL3002
Flange drilled to ANSI B16.1 Class 125 / ANSI B16.5 Class 150 / 
EN1092-2 PN16 / BS10 Table D / Table E
Working pressure   : 365psi
Working temperature  : -10°C ... 120°C



Fivalco reserves the right to alter the information in this document without prior notice. Fivalco shall not be liable for technical errors or omissions contained herein.
Images are for illustrative purposes only. Refer to local sales representatives for detail catalogues, technical data and specifications.

2 Gate Valves

HIGHRISER GATE VALVE RESILIENT SEATED OS&Y TYPE FLANGED-GROOVED ENDS
365PSI Fig No.: 3299-365-FG

Name Material

MATERIALS LIST

DIMENSIONS (inch/mm)

NET WEIGHT (kg) & CRATE QTY (pcs)

2”/50

7.00/178

16.1 /409

6.3 /160

2.37/60.3

2.5”/65

7.50/191

16.1 /409

6.3 /160

2.87/73   2.99/76.1

3”/80

8.00/203

18.19/462

8.66 /220

2.37/88.9

4”/100

9.00/229

20.55 /522

8.66 /220

4.5/114.3

5”/125

10.00/254

28.15 / 715

11.02 /280

5.56/141.3   5.5/139.7

6”/150

10.50/267

28.15 / 715

11.02 /280

6.63/168.3   6.5/165.1

8”/200

11.50/292

35.94 / 913

14.56 /370

8.63/219.1

10”/250

13.00/330

44.01 /1118

16.53 /420

10.75/273

12”/300

14.00/356

51.18/1300

16.53 /420

12.75/323.9

12”/300
167.00

2

10”/250
111.00

4

8”/200
72.00

6

6”/150
46.90

9

5”/125
40.30

9

4”/100
27.16

16

3”/80
22.13

16

2.5”/65
18.91

25

2”/50
17.64

25

Size

N.W.

Crate Qty

Size

L

H

D

D3

Body

Wedge
Wedge Nut
Stem
Bonnet

Gasket

Packing

Stem Nut
Handwheel

Ductile Iron ASTM A536 65-45-12
Ductile Iron ASTM A536 65-45-12 + EPDM
Bronze ASTM B62
Stainless Steel AISI 304
Ductile Iron ASTM A536 65-45-12
EPDM
Graphite
Bronze ASTM B62
Ductile Iron ASTM A536 65-45-12

FEATURES & SPECIFICATIONS
Rising stem, Outside Screw & Yoke (OS&Y)
Stainless steel stem
Valve conforms to AWWA C515 / BS5163
Fusion bonded epoxy coated interior and exterior RAL3002
Flange drilled to ANSI B16.1 Class 125 / ANSI B16.5 Class 150 /
EN1092-2 PN16 / BS10 Table D / Table E
Grooved ends to suit ANSI / AWWA and BS Pipe size
Working pressure   : 365psi
Working temperature  : -10°C ... 120°C



Fivalco reserves the right to alter the information in this document without prior notice. Fivalco shall not be liable for technical errors or omissions contained herein.
Images are for illustrative purposes only. Refer to local sales representatives for detail catalogues, technical data and specifications.

3Gate Valves

HIGHRISER GATE VALVE RESILIENT SEATED OS&Y TYPE GROOVED-GROOVED ENDS
365PSI  Fig No.: 3299-365-GG

Name Material

MATERIALS LIST

DIMENSIONS (inch/mm)

NET WEIGHT (kg) & CRATE QTY (pcs)

12”/300
167.00

2

10”/250
111.00

4

8”/200
72.00

6

6”/150
46.90

9

5”/125
40.30

9

4”/100
27.16

16

3”/80
22.13

16

2.5”/65
18.91

25

2”/50
17.64

25

Size

N.W.

Crate Qty

2”/50

7.00/178

16.1 / 409

6.3 / 160

2.37/60.3

2.5”/65

7.50/191

16.1 / 409

6.3 /160

2.87/73   2.99/76.1

3”/80

8.00/203

18.22 /463

8.66 /220

2.37/88.9

4”/100

9.00/229

20.55/522

8.66 /220

4.5/114.3

5”/125

10.00/254

28.15 / 715

11.02 /280

5.56/141.3   5.5/139.7

6”/150

10.50/267

28.15 /715

11.02 /280

6.63/168.3   6.5/165.1

8”/200

11.50/292

35.94 / 913

14.56 /370

8.63/219.1

10”/250

13.00/330

44.01 /1118

16.53 /420

10.75/273

12”/300

14.00/356

51.18/1300

16.53 /420

12.75/323.9

Size

L

H

D

D3

Body

Wedge
Wedge Nut
Stem
Bonnet

Gasket

Packing

Stem Nut
Handwheel

Ductile Iron ASTM A536 65-45-12
Ductile Iron ASTM A536 65-45-12 + EPDM
Bronze ASTM B62
Stainless Steel AISI 304
Ductile Iron ASTM A536 65-45-12
EPDM
Graphite
Bronze ASTM B62
Ductile Iron ASTM A536 65-45-12

FEATURES & SPECIFICATIONS
Rising stem, Outside Screw & Yoke (OS&Y)
Stainless steel stem
Valve conforms to AWWA C515 / BS5163
Fusion bonded epoxy coated interior and exterior RAL3002
Grooved ends to suit ANSI / AWWA and BS Pipe size
Working pressure   : 365psi
Working temperature  : -10°C ... 120°C



Fivalco reserves the right to alter the information in this document without prior notice. Fivalco shall not be liable for technical errors or omissions contained herein.
Images are for illustrative purposes only. Refer to local sales representatives for detail catalogues, technical data and specifications.

4 Gate Valves

HIGHRISER GATE VALVE RESILIENT SEATED OS&Y TYPE MECHANICAL JOINT ENDS
365PSI  Fig No.: 3299-365-MJ

Name Material

MATERIALS LIST

DIMENSIONS (inch/mm)

NET WEIGHT (kg) & CRATE QTY (pcs)

3”/80
9.49/241

18.23/463
8.66/220

3”/80
18.36

16

Size

N.W.

Crate Qty

4”/100
23.05

16

6”/150
31.66

9

8”/200
62.3

6

10”/250
109.67

4

12”/300
157.00

2

Size

L

H

D

4”/100
10.00/254
20.55/522
8.66/220

6”/150
11.50/292
28.15/715
12.05/306

8”/200
12.52/318
35.94/913
14.57/370

10”/250
14.76/375

44.02/1118
16.54/420

12”/300
14.88/378

51.18/1300
17.52/445

Body

Wedge
Wedge Nut
Stem
Bonnet

Gasket

Packing

Stem Nut
Handwheel

Ductile Iron ASTM A536 65-45-12
Ductile Iron ASTM A536 65-45-12 + EPDM
Stainless Steel AISI 304
Stainless Steel AISI 304/420
Ductile Iron ASTM A536 65-45-12
EPDM
Graphite
Bronze ASTM B62
Ductile Iron ASTM A536 65-45-12

FEATURES & SPECIFICATIONS
Rising stem, Outside Screw & Yoke (OS&Y)
Stainless steel stem
Valve conforms to AWWA C515 / BS5163
Fusion bonded epoxy coated interior and exterior RAL3002
Mechanical joint ends to AWWA C153 / A21.11
Working pressure   : 365psi
Working temperature  : -10°C ... 120°C



Fivalco reserves the right to alter the information in this document without prior notice. Fivalco shall not be liable for technical errors or omissions contained herein.
Images are for illustrative purposes only. Refer to local sales representatives for detail catalogues, technical data and specifications.

5Gate Valves

HIGHRISER GATE VALVE RESILIENT SEATED OS&Y TYPE FLANGED-MECHANICAL JOINT ENDS

Fig No.: 3299-365-FM365PSI

Name Material

MATERIALS LIST

DIMENSIONS (inch/mm)

NET WEIGHT (kg) & CRATE QTY (pcs)

Body

Wedge
Wedge Nut
Stem
Bonnet

Gasket

Packing

Stem Nut
Handwheel

Ductile Iron ASTM A536 65-45-12
Ductile Iron ASTM A536 65-45-12 + EPDM
Stainless Steel AISI 304
Stainless Steel AISI 304/420
Ductile Iron ASTM A536 65-45-12
EPDM
Graphite
Bronze ASTM B62
Ductile Iron ASTM A536 65-45-12

3”/80
8.74/222

18.32/463
8.66/220

3”/80
18.17

16

4”/100
22.72

16

6”/150
39.61

9

8”/200
73.21

6

10”/250
113.31

4

12”/300
170.50

2

4”/100
9.51/241.5
20.55/522
8.66/220

6”/150
11/279.5

28.15/715
12.05/306

8”/200
12.00/305
35.94/913
14.57/370

10”/250
13.88/352.50
44.02/1118
16.54/420

12”/300
14.45/367

51.18/1300
17.52/445

Size

L

H

D

Size

N.W.

Crate Qty

FEATURES & SPECIFICATIONS
Rising stem, Outside Screw & Yoke (OS&Y)
Stainless steel stem
Valve conforms to AWWA C515 / BS5163
Fusion bonded epoxy coated interior and exterior RAL3002
Flange drilled to ANSI B16.1 Class 125 / ANSI B16.5 Class 150 /
EN1092-2 PN16 / BS10 Table D / Table E
Mechanical joint ends to AWWA C111 / A21.11
Working pressure   : 365psi
Working temperature  : -10°C ... 120°C



Fivalco reserves the right to alter the information in this document without prior notice. Fivalco shall not be liable for technical errors or omissions contained herein.
Images are for illustrative purposes only. Refer to local sales representatives for detail catalogues, technical data and specifications.

6 Gate Valves

HIGHRISER GATE VALVE RESILIENT SEATED NRS TYPE FLANGED ENDS

Fig No.: 3288-365-FLA365PSI

Name Material

MATERIALS LIST

DIMENSIONS (inch/mm)

NET WEIGHT (kg) & CRATE QTY (pcs)

Body

Wedge Disc
Disc Nut
Stem
Gasket

Bonnet

Thrust Collar
Gland

Wrench Nut
Post Plate

Ductile Iron ASTM A536 65-45-12
Ductile Iron ASTM A536 65-45-12 + EPDM
Bronze ASTM B62
Stainless Steel AISI 304
EPDM
Ductile Iron ASTM A536 65-45-12
Bronze ASTM B62
Ductile Iron ASTM A536 65-45-12
Ductile Iron ASTM A536 65-45-12
Ductile Iron ASTM A536 65-45-12

2”/50
7.00/178

10.35 /263
12.01/305

2.5”/65
7.5/191

10.35 /263
12.01/305

3”/80
8.00/203

11.53 /293
12.01/305

4”/100
9.00/229

12.83 /326
12.01/305

5”/125
10.00/254
16.53/420
12.01/305

6”/150
10.50/267
16.53 /420
12.01/305

8”/200
11.50/292
19.92 /506
12.01/305

10”/250
13.00/330
24.01 /610
12.01/305

12”/300
14.00/356
27.99 /711
12.01/305

2”/50
24.00

9

2.5”/65
25.30

9

3”/80
27.50

9

4”/100
35.00

9

5”/125
42.00

9

6”/150
50.00

9

8”/200
83.00

9

10”/250
123.50

4

12”/300
175.50

2

Size

L

H

D

Size

N.W.

Crate Qty

FEATURES & SPECIFICATIONS
Non-rising stem

Stainless steel stem
Valve conforms to AWWA C515 / BS5163
Fusion bonded epoxy coated interior and exterior RAL3002
Flange drilled to ANSI B16.1 Class 125 / ANSI B16.5 Class 150 /
EN1092-2 PN16 / BS10 Table D / Table E
Working pressure   : 365psi
Working temperature  : -10°C ... 120°C
All valves provided with 2” (50mm) operating nut



Fivalco reserves the right to alter the information in this document without prior notice. Fivalco shall not be liable for technical errors or omissions contained herein.
Images are for illustrative purposes only. Refer to local sales representatives for detail catalogues, technical data and specifications.

7Gate Valves

HIGHRISER GATE VALVE RESILIENT SEATED NRS TYPE FLANGED-GROOVED ENDS

365PSI Fig No.: 3288-365-FG

Name Material

MATERIALS LIST

DIMENSIONS (inch/mm)

NET WEIGHT (kg) & CRATE QTY (pcs)

2”/50

7.00/178

10.35 /263

12.01/305

2.37/60.3

Size

L

H

D

D3

2.5”/65

7.5/191

10.35 /263

12.01/305

2.87/73   2.99/76.1

3”/80

8.00/203

11.53 /293

12.01/305

2.37/88.9

4”/100

9.00/229

12.83 /326

12.01/305

4.5/114.3

5”/125

10.00/254

16.53 /420

12.01/305

5.56/141.3   5.5/139.7

6”/150

10.50/267

16.53 /420

12.01/305

6.63/168.3   6.5/165.1

8”/200

11.50/292

19.92 /506

12.01/305

8.63/219.1

10”/250

13.00/330

24.01 /610

12.01/305

10.75/273

12”/300

14.00/356

27.99 /711

12.01/305

12.75/323.9

Body

Wedge Disc
Disc Nut
Stem
Gasket

Bonnet

Thrust Collar
Gland

Wrench Nut
Post Plate

Ductile Iron ASTM A536 65-45-12
Ductile Iron ASTM A536 65-45-12 + EPDM
Bronze ASTM B62
Stainless Steel AISI 304
EPDM
Ductile Iron ASTM A536 65-45-12
Bronze ASTM B62
Ductile Iron ASTM A536 65-45-12
Ductile Iron ASTM A536 65-45-12
Ductile Iron ASTM A536 65-45-12

2”/50
24.00

9

2.5”/65
25.30

9

3”/80
27.50

9

4”/100
35.00

9

5”/125
42.00

9

6”/150
50.00

9

8”/200
83.00

9

10”/250
123.50

4

12”/300
175.50

2

Size

N.W.

Crate Qty

FEATURES & SPECIFICATIONS
Non-rising stem

Stainless steel stem
Valve conforms to AWWA C515 / BS5163
Fusion bonded epoxy coated interior and exterior RAL3002
Flange drilled to ANSI B16.1 Class 125 / ANSI B16.5 Class 150 /
EN1092-2 PN16 / BS10 Table D / Table E
Grooved ends to suit ANSI / AWWA and BS Pipe size
Working pressure   : 365psi
Working temperature  : -10°C ... 120°C
All valves provided with 2” (50mm) operating nut



Fivalco reserves the right to alter the information in this document without prior notice. Fivalco shall not be liable for technical errors or omissions contained herein.
Images are for illustrative purposes only. Refer to local sales representatives for detail catalogues, technical data and specifications.

8 Gate Valves

HIGHRISER GATE VALVE RESILIENT SEATED NRS TYPE GROOVED-GROOVED ENDS

365PSI Fig No.: 3288-365-GG

Name Material

MATERIALS LIST

DIMENSIONS (inch/mm)

NET WEIGHT (kg) & CRATE QTY (pcs)

2”/50

7.00/178

10.35 /263

12.01/305

2.37/60.3

Size

L

H

D

D3

2.5”/65

7.5/191

10.35 /263

12.01/305

2.87/73   2.99/76.1

3”/80

8.00/203

11.53 /293

12.01/305

2.37/88.9

4”/100

9.00/229

12.83 /326

12.01/305

4.5/114.3

5”/125

10.00/254

16.53/420

12.01/305

5.56/141.3   5.5/139.7

6”/150

10.50/267

16.53 /420

12.01/305

6.63/168.3   6.5/165.1

8”/200

11.50/292

19.92 / 506

12.01/305

8.63/219.1

10”/250

13.00/330

24.01 /610

12.01/305

10.75/273

12”/300

14.00/356

27.99 /711

12.01/305

12.75/323.9

Body

Wedge Disc
Disc Nut
Stem
Gasket

Bonnet

Thrust Collar
Gland

Wrench Nut
Post Plate

Ductile Iron ASTM A536 65-45-12
Ductile Iron ASTM A536 65-45-12 + EPDM
Bronze ASTM B62
Stainless Steel AISI 304
EPDM
Ductile Iron ASTM A536 65-45-12
Bronze ASTM B62
Ductile Iron ASTM A536 65-45-12
Ductile Iron ASTM A536 65-45-12
Ductile Iron ASTM A536 65-45-12

2”/50
24.00

9

2.5”/65
25.30

9

3”/80
27.50

9

4”/100
35.00

9

5”/125
42.00

9

6”/150
50.00

9

8”/200
83.00

9

10”/250
123.50

4

12”/300
175.50

2

Size

N.W.

Crate Qty

FEATURES & SPECIFICATIONS
Non-rising stem

Stainless steel stem
Valve conforms to AWWA C515 / BS5163
Fusion bonded epoxy coated interior and exterior RAL3002
Grooved ends to suit ANSI / AWWA and BS Pipe size
Working pressure   : 365psi
Working temperature  : -10°C ... 120°C
All valves provided with 2” (50mm) operating nut
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9Gate Valves

HIGHRISER GATE VALVE RESILIENT SEATED NRS TYPE MECHANICAL JOINT ENDS

365PSI  Fig No.: 3288-365-MJ

Name Material

MATERIALS LIST

DIMENSIONS (inch/mm)

NET WEIGHT (kg) & CRATE QTY (pcs)

Body

Wedge Disc
Disc Nut
Stem
Gasket

Bonnet

Thrust Collar
Gland

Wrench Nut
Post Plate

Ductile Iron ASTM A536 65-45-12
Ductile Iron ASTM A536 65-45-12 + EPDM
Bronze ASTM B62
Stainless Steel AISI 304
EPDM
Ductile Iron ASTM A536 65-45-12
Bronze ASTM B62
Ductile Iron ASTM A536 65-45-12
Ductile Iron ASTM A536 65-45-12
Ductile Iron ASTM A536 65-45-12

3”/80
9.49/241

11.54/293
12.01/305

3”/80
21.63

9

4”/100
26.14

9

6”/150
40.48

9

8”/200
65.97

9

10”/250
101.76

4

12”/300
147.50

2

4”/100
10.00/254
12.83/326
12.01/305

6”/150
11.50/292
16.54/420
12.01/305

8”/200
12.52/318
19.92/506
12.01/305

10”/250
14.76/375
24.02/610
12.01/305

12”/300
14.88/378
27.99/711
12.01/305

Size

L

H

D

Size

N.W.

Crate Qty

FEATURES & SPECIFICATIONS
Non-rising stem

Stainless steel stem
Valve conforms to AWWA C515 / BS5163
Fusion bonded epoxy coated interior and exterior RAL3002
Mechanical joint ends to AWWA C111 / A21.11
Working pressure   : 365psi
Working temperature  : -10°C ... 120°C
All valves provided with 2” (50mm) operating nut
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10 Gate Valves

HIGHRISER GATE VALVE RESILIENT SEATED NRS TYPE FLANGED-MECHANICAL JOINT ENDS

365PSI  Fig No.: 3288-365-FM

Name Material

MATERIALS LIST

DIMENSIONS (inch/mm)

NET WEIGHT (kg) & CRATE QTY (pcs)

Body

Wedge Disc
Disc Nut
Stem
Gasket

Bonnet

Thrust Collar
Gland

Wrench Nut
Post Plate

Ductile Iron ASTM A536 65-45-12
Ductile Iron ASTM A536 65-45-12 + EPDM
Bronze ASTM B62
Stainless Steel AISI 304/402
EPDM
Ductile Iron ASTM A536 65-45-12
Bronze ASTM B62
Ductile Iron ASTM A536 65-45-12
Ductile Iron ASTM A536 65-45-12
Ductile Iron ASTM A536 65-45-12

3”/80
8.74/222.0
11.54/293
12.01/305

4”/100
9.51/242

12.83/326
12.01/305

6”/150
11.00/280
16.54/420
12.01/305

8”/200
12.01/305
19.92/506
12.01/305

10”/250
13.88/353
24.02/610
12.01/305

12”/300
14.45/367.0
27.99/711
12.01/305

Size

L

H

D

3”/80
21.29

9

4”/100
25.75

9

6”/150
41.42

9

8”/200
70.60

9

10”/250
105.48

4

12”/300
157.50

2

Size

N.W.

Crate Qty

FEATURES & SPECIFICATIONS
Non-rising stem

Stainless steel stem
Valve conforms to AWWA C515 / BS5163
Fusion bonded epoxy coated interior and exterior RAL3002
Flange drilled to ANSI B16.1 Class 125 / ANSI B16.5 Class 150 /
EN1092-2 PN16 / BS10 Table D / Table E
Mechanical joint ends to AWWA C111 / A21.11
Working pressure   : 365psi
Working temperature  : -10°C ... 120°C
All valves provided with 2” (50mm) operating nut
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11Gate Valves

FIRERISER GATE VALVE OS&Y TYPE FLANGED ENDS
Fig No.: 3299-L-200-FLA / 3299-L-250-FLA200PSI / 250PSI

Name Material

MATERIALS LIST

DIMENSIONS (inch/mm)

NET WEIGHT (kg) & CRATE QTY (pcs)

Body

Wedge
Wedge Nut
Stem
Bonnet

Gasket

Packing

Stem Nut
Handwheel

Ductile Iron ASTM A536 65-45-12
Ductile Iron ASTM A536 65-45-12 + EPDM
Stainless Steel AISI 304
Stainless Steel AISI 304/420
Ductile Iron ASTM A536 65-45-12
EPDM
Graphite
Bronze ASTM B62
Ductile Iron ASTM A536 65-45-12

14”/350
15.00/381

62.09/1577
20.00/508

14”/350
277.00

1

16”/400
366.00

1

18”/450
530.00

1

20”/500
754.00

1

24”/600
1020.00

1

16”/400
15.98/406

70.87/1800
21.97/558

18”/450
17.01/432

80.63/2048
24.02/610

20”/500
17.99/457

90.43/2297
24.02/610

24”/600
20.00/508

102.36/2600
30.00/762

Size

L

H

D

Size

N.W.

Crate Qty

FEATURES & SPECIFICATIONS
Rising stem, Outside Screw & Yoke (OS&Y)
Stainless steel stem
Valve conforms to AWWA C515 / BS5163
Fusion bonded epoxy coated interior and exterior RAL3002
Flange drilled to ANSI B16.1 Class 125 / ANSI B16.5 Class 150 /
EN1092-2 PN16 / BS10 Table D / Table E
Working pressure   : 250psi for DN350 / DN400 / DN450, 
     200psi for DN500 / DN600
Working temperature  : -10°C ... 120°C
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12 Gate Valves

FIRERISER GATE VALVE NRS TYPE FLANGED ENDS
Fig No.: 3288-L-200-FLA / 3288-L-250-FLA200PSI / 250PSI

Name Material

MATERIALS LIST

DIMENSIONS (inch/mm)

NET WEIGHT (kg) & CRATE QTY (pcs)

Body

Wedge Disc
Disc Nut
Stem
Gasket

Bonnet

Thrust Collar
Gland

Wrench Nut
Post Plate

Ductile Iron ASTM A536 65-45-12
Ductile Iron ASTM A536 65-45-12 + EPDM
ASTM B62 C83600
Stainless Steel AISI 431
EPDM
Ductile Iron ASTM A536 65-45-12
Bronze ASTM B62
Ductile Iron ASTM A536 65-45-12
Ductile Iron ASTM A536 65-45-12
Ductile Iron ASTM A536 65-45-12

14”/350
15.00/381
33.94/862
12.01/305

16”/400
15.98/406
36.93/938
12.01/305

18”/450
17.01/432

41.61/1057
12.01/305

20”/500
17.99/457

44.96/1142
12.01/305

24”/600
20.00/508

50.98/1295
12.01/305

14”/350
232.00

1

16”/400
308.00

1

18”/450
446.00

1

20”/500
636.00

1

24”/600
848.00

1

Size

L

H

D

Size

N.W.

Crate Qty

FEATURES & SPECIFICATIONS
Non-rising stem

Stainless steel stem
Valve conforms to AWWA C515
Fusion bonded epoxy coated interior and exterior RAL3002
Flange drilled to ANSI B16.1 Class 125 / ANSI B16.5 Class 150 /
EN1092-2 PN16 / BS10 Table D / Table E
Working pressure   : 250psi for DN350 / DN400 / DN450, 
     200psi for DN500 / DN600
Working temperature  : -10°C ... 120°C
All valves provided with 2” (50mm) operating nut
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13Indicator Post

INDICATOR POST
Fig No.: IPO365

SHUT

OPEN

1. Remove the top section from the top of the Indicator Post 
     assembly.
2. Cut the required length off the bottom of the Standpipe for the 
     Ground Line to match up with Standpipe Ground Line mark.
3. Set the “OPEN” and “SHUT” targets for the apporpriate valve size.
4. Reattach the Top Section to the top of the Indicator Post assembly.

FIELD ADJUSTMENT

Note : Internal and external fusion bonded epoxy / polyester coating to RAL3002 (specify on order).

 

 

mm inch

HMin. Bury Depth
(mm/inch)

Max. Bury Depth
(mm/inch)

Size

Name Material

MATERIALS LIST

BURY DEPTH

Hex Nut / Bolt
Screw
Plug

Pedestal

Square Tube
Cotter

Hoisting Ring
Support Barrel
Lower Barrel-Second
Lower Barrel-First

Shut Indicator
Open Indicator

Seal Ring
Plat Washer
Window
Window Cover
Body

Upper Barrel
Operating Screw
Pin

Retainer Ring

Dust Cap
Operating Nut

Wrench

Galvanized Carbon Steel / SS304
Galvanized Carbon Steel / SS304
ASTM SS304
ASTM A536 65-45-12
AISI 1045 (Galvanize Surface)

Galvanized Carbon Steel / SS304
ASTM A105
ASTM A53
ASTM A536 65-45-12
ASTM A536 65-45-12
ASTM 2024
ASTM 2024
EPDM
Galvanized Carbon Steel / SS304
Lexan - unstabilize
ASTM A307B
ASTM A536 65-45-12
ASTM A536 65-45-12
ASTM SS304
Galvanized Carbon Steel / SS304
65Mn

EPDM
ASTM A536 65-45-12
ASTM A536 65-45-12

2”
2½”
3”
4”
5”
6”
8”

10”
12”

623 / 24.53”
623 / 24.53”
643 / 25.32”
667 / 26.26”
728 / 28.66”
762 / 30.00”
847 / 33.35”
942 / 37.09”

1028 / 40.47”

1493 / 58.78”
1493 / 58.78”
1513 / 59.57”
1537 / 60.51”
1598 / 62.91”
1632 / 64.25”
1717 / 67.60”
1812 / 71.34”
1898 / 74.72”

196

196

224
252

343
343
423
534
613

7.72”
7.72”
8.82”
9.92”

13.50”
13.50”
16.65”
21.02”
24.13”
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14 Indicator Post

LARGE NRS INDICATOR POST
Fig No.: IPOL888

37
34

35

24

36

23

33

32

1
4

305

1
1
1

31

29

30

25

26

28

27

13

16

10

5

17

20

22

21

19

18

15

14

12

11

9

8

7

6

4

3

2

1

1
0
3
9

1
3
0
5

1
3
5

OPEN

SHUT

Size
Min. Bury

Depth (inch)

Max. Bury
Depth (inch)

H1 H2

No. Name Material

MATERIALS LIST

BURY DEPTH

1. Remove the top section from the top of the Indicator Post 
     assembly.
2. Cut the required length off the bottom of the Standpipe for the 
     Ground Line to match up with Standpipe Ground Line mark.
3. Set the “OPEN” and “SHUT” targets for the apporpriate valve size.
4. Reattach the Top Section to the top of the Indicator Post assembly.

FIELD ADJUSTMENT

1

2

3

4
5

6

7

8

9

10
11

12

13

14
15

16

17

18

19

20
21

22

23

24
25

26

27

28

29

30
31

32

33

34
35

36

37

Locking Wrench
Operating Nut

Bolt

Nut

Flat Washer
Snap Ring
Target Carrier Nut

Target

Bolt

Flat Washer
Window Gland
Window Glass
Gasket

Bolt

Spring Washer
Nut

Body

Bolt

Nut

Base Flange

Bolt

Nut

Crane Coupling

Cotter Pin

Stand Pipe
Stem 1” Square
Plug

Top Cover

Screw
Lock Nose

Reducer

Bolt

Nut

Wrench Nut
Washer
Hex. Socket Cap Screw
Spring Washer

ASTM A536
ASTM A351 CF8
ASTM A105
ASTM A105
ASTM A105
AISI 606
ASTM A351 CF8
ASTM B108
ASTM A105
ASTM A105
ASTM A307B
Lexan - unstabilize
EPDM
ASTM A105
ASTM A105
ASTM A105
ASTM A536
ASTM A105
ASTM A105
ASTM A126B
ASTM A105
ASTM A105
ASTM A536
AISI 304
ASTM A536
AISI 1045
AISI 304
ASTM A126B
AISI 304
ASTM A307B
PARTS
ASTM A105
ASTM A105
ASTM A536
AISI 304
AISI 304
AISI 304

14”
16”
18”
20”
24”

50.87”
53.82”
58.54”
61.89”
67.87”

158.35”
161.30”
166.02”
169.37”
175.35”

mm inch

741
816

936

1021
1173

29.17”
32.13”
36.85”
40.20”
46.18”

mm inch

889.5
964.5
1084
1169

1344.5

35.02”
37.97”
42.68”
46.02”
52.93”

Note : Internal and external fusion bonded epoxy / polyester coating to RAL3002 (specify on order).
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15Indicator Post

INDICATOR POST WALL TYPE
Fig No.: WPO365

Note : Internal and external fusion bonded epoxy / polyester coating to RAL3002 (specify on order).

Name Material

1. Remove the top section from the top of the Indicator Post assembly.
2. Set the “OPEN” and “SHUT” targets for the apporpriate valve size.
3. Reattach the Top Section to the top of the Indicator Post assembly.

MATERIALS LIST

FIELD ADJUSTMENT

Eye Bolt

Hex Nut
Handwheel
Handwheel Washer
Drive Square Head
Dust Cap
Retainer Ring

Cylindrical Pin

Drive Screw
Upper Tube Body
Window Pressure Cover
Indicator Window
Hex Bolt
Flat Washer
Indicator Window Sealing Ring
Sign - OPEN / SHUT
Flange

Square Tube
Bakelite Handle
Plug

Cotter Pin

Flat Washer

ASTM A105
ASTM A105
ASTM A536
ASTM SS304
ASTM A536
EPDM
65Mn

ASTM SS304
ASTM SS304
ASTM A536
ASTM A307B
Lexan - unstabilize
ASTM SS304
ASTM SS304
EPDM
ASTM 2024
ASTM A536
AISI 1045 Galvanized
Parts

ASTM SS304
ASTM SS304
ASTM SS304
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16 Check Valves

HIGHRISER SWING CHECK VALVE RESILIENT SEATED FLANGED ENDS 
Fig No.: 5201-365-FLA365PSI

Name Material

MATERIALS LIST

DIMENSIONS (inch/mm)

NET WEIGHT (kg) & CRATE QTY (pcs)

Body

Clapper

Seat
Disc Sealing Ring
Shaft
Pressing Plate

Ductile Iron A536 65-45-12
Ductile Iron A536 65-45-12
Bronze ASTM C83600
EPDM
Stainless Steel AISI 304
Stainless Steel AISI 304

2”/50
8/203
3/80

2.5”/65
8.7/222
3.3/85

3”/80
9.5/241
3.7/93

4”/100
12/305
4/108

5”/125
14/356
4.7/121

6”/150
15.5/394
7.8/199

8”/200
18/457
9.2/233

10”/250
21/533

10.8/274

12”/300
24/610
12/306

2”/50
12.00

30

2.5”/65
17.50

20

3”/80
22.00

20

4”/100
34.00

12

5”/125
58.00

8

6”/150
67.30

6

8”/200
120.00

6

10”/250
174.00

2

12”/300
246.00

2

Size

L

H

Size

N.W.

Crate Qty

FEATURES & SPECIFICATIONS

Swing type
Valve conforms to AWWA C508, clear waterway
Fusion bonded epoxy coated RAL3002
Flange drilled to ANSI B16.1 Class 125 / ANSI B16.42 Class 150 /
ANSI B16.1 Class 250 / EN1092-2 PN16 / BS10 Table D / Table E
Working pressure : 365psi
Working temperature : 0°C ... 80°C
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17Check Valves

HIGHRISER SWING CHECK VALVE GROOVED ENDS
Fig No.: 5201-365-GG365PSI

L

HOD

Part Specification

MATERIALS LIST

DESCRIPTION

DIMENSIONS (inch/mm)

NET WEIGHT (kg) & CRATE QTY (pcs)

Body

Clapper

Seat
Disc Sealing Ring
Shaft
Pressing Plate

Ductile Iron ASTM A536 65-45-12
Ductile Iron ASTM A536 65-45-12
Bronze ASTM B62 C83600
EPDM
Stainless Steel AISI 304
Stainless Steel AISI 304

2”/50
6.65/169

5.58/141.79
2.37/60.3

2.5”/65
7.99/203

5.99/152.25
2.87/73   3.0/76.1

3”/80
8.39/213

6.59/167.5
3.5/88.9

4”/100
9.65/245
7.48/190
4.5/114.3

5”/125
10.54/267
8.46/215

5.5/139.7   5.56/141.3

6”/150
11.50/292
9.92/252

6.5/165.1   6.63/168.3

8”/200
14.02/356

14.63/371.6
8.63/219.1

10”/250
17.01/432

17.17/436.1
10.75/273

12”/300
19.49/495

19.31/490.6
12.75/323.9

2”/50
3.5
100

2.5”/65
4.5
100

3”/80
6

95

4”/100
9.5
50

5”/125
18

32

6”/150
19.5
32

8”/200
33

6

10”/250
53

6

12”/300
94
2

Size

L

H

OD

Size

N.W.

Crate Qty

FEATURES & SPECIFICATIONS

Swing type
Fusion bonded epoxy coated RAL3002
Grooved ends to suit ANSI / AWWA and BS Pipe size
Working pressure   : 365psi
Working temperature  : 0°C ... 80°C

5201-365-GG is a non-return valve which permits water flow in one 
direction and prevents flow in reverse direction. The function is 
realized by a EPDM coated carbon steel clapper and a broadened seat, 
to provide a long service time and leak-free sealing. It is widely used 
with various configurations in fire pump room, fire sprinkler systems, 
fire department connections, gravity pressure tank or by-pass           
connections etc. 
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18 Check Valves

HIGHRISER SWING CHECK VALVE GROOVED ENDS
365 PSI Fig No.: 5201-365-GGR

HOD

DESCRIPTION

Part Specification

MATERIALS LIST

Body

Clapper

Seat
Disc Sealing Ring
Shaft
Pressing Plate

Ductile Iron ASTM A536 65-45-12
Ductile Iron ASTM A536 65-45-12
Bronze ASTM B62 C83600
EPDM
Stainless Steel AISI 304
Stainless Steel AISI 304

Note: Pipe tappered thread hole size has to be specified by ordering. If non-standard thread, 
            please contact Fivalco or its local distributor.

Pipe Tappered
Standard Thread

Size

Pipe Tappered
Optional Thread

Size

Nominal
Size

(inch/mm)

PIPE TAPPERED THREAD SIZE TABLE

2/50
2.5/65
3/80

4/100
5/125
6/150
8/200

10/250
12/300

1”
1.25”
1.25”

2”
2”
2”
2”
2”
2”

0.25”, 0.5”, 0.75”
0.25”, 0.5”, 0.75”, 1”
0.25”, 0.5”, 0.75”, 1”

0.25”, 0.5”, 0.75”, 1”, 1.25”, 1.5”
0.25”, 0.5”, 0.75”, 1”, 1.25”, 1.5”
0.25”, 0.5”, 0.75”, 1”, 1.25”, 1.5”
0.25”, 0.5”, 0.75”, 1”, 1.25”, 1.5”
0.25”, 0.5”, 0.75”, 1”, 1.25”, 1.5”
0.25”, 0.5”, 0.75”, 1”, 1.25”, 1.5”

DIMENSIONS (inch/mm)

2”/50
6.65/169

5.58/141.79
2.37/60.3

2.5”/65
7.99/203

5.99/152.25
2.87/73   3.0/76.1

3”/80
8.39/213

6.59/167.5
3.5/88.9

4”/100
9.65/245
7.48/190
4.5/114.3

5”/125
10.54/267
8.46/215

5.5/139.7   5.56/141.3

6”/150
11.50/292
9.92/252

6.5/165.1   6.63/168.3

8”/200
14.02/356

14.63/371.6
8.63/219.1

10”/250
17.01/432

17.17/436.1
10.75/273

12”/300
19.49/495

19.31/490.6
12.75/323.9

Size

L

H

OD

NET WEIGHT (kg) & CRATE QTY (pcs)

2”/50
3.5
100

2.5”/65
4.5
100

3”/80
6

95

4”/100
9.5
50

5”/125
18

32

6”/150
19.5
32

8”/200
33

6

10”/250
53

6

12”/300
94
2

Size

N.W.

Crate Qty

FEATURES & SPECIFICATIONS
Swing type
Fusion bonded epoxy coated RAL3002
Grooved ends to suit ANSI / AWWA and BS Pipe size
Working pressure   : 365psi
Working temperature  : 0°C ... 80°C

5201-365-GGR is a vertical installed non-return valve in a “Riser” 
arrangement. With trim unit, the check valve utilizes an electric flow 
switch and alarm bell instead of a water motor gong for fire                   
notification. Valve body is the same as 5201-365-GG, easy to adapt on 
job field.
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19Check Valves

HIGHRISER DOUBLE DOOR CHECK VALVE WAFER TYPE
Fig No.: 5301-300-W300PSI

NET WEIGHT (kg) & CRATE QTY (pcs)

2”/50
1.80
1296

2.5”/65
2.90
686

3”/80
4.80
539

4”/100
5.40
396

5”/125
8.10
250

6”/150
12.00
168

8”/200
19.20

84

10”/250
33.20

54

12”/300
52.90

28

Size

N.W.

Crate Qty

Name Material

MATERIALS LIST

DIMENSIONS (inch/mm)

Body

Disc
Stem
Seat-Ring
Spring

Note : Lifting ring for DN200 and above

Ductile Iron A536 65-45-12
Stainless Steel A351 CF8
Stainless Steel AISI 416
EPDM
Stainless Steel AISI 304

2”/50
2.13/54

2.5”/65
2.36/60

3”/80
2.64/67

4”/100
2.64/67

5”/125
3.27/83

6”/150
3.74/95

8”/200
5/127

10”/250
5.51/140

12”/300
7.13/181

Size

H

FEATURES & SPECIFICATIONS
Spring loaded double door
Rubber seat for non-slam effect
Fusion bonded epoxy coated RAL3002
Valve conforms to API 594
Wafer connection to ANSI Class 125 / ANSI Class 150 / 
EN 1092-2 PN16 / BS10 Table D / Table E
Working pressure   : 300psi
Working temperature  : -20°C ... 110°C
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20 Butterfly Valves

HIGHRISER BUTTERFLY VALVE WAFER TYPE 
300PSI  Fig No.: FPBG-300W

NET WEIGHT (kg) & CRATE QTY (pcs)

Size

N.W.

Crate Qty

2”/50
4.6
95

2.5”/65
4.9
85

3”/80
4.9
75

4”/100
6.1
60

5”/125
10.3
50

6”/150
12.2
40

8”/200
22.9
25

10”/250
28.7
15

12”/300
46.5
15

Name Material

MATERIALS LIST

Body

Disc
Lower Shaft
Upper Shaft
Signal Gearbox
O-Ring

Bushing
Gland

Washer
Plug

Gear Box Fasteners

Ductile Iron ASTM A536 65-45-12
Ductile Iron ASTM A536 65-45-12 + EPDM
Stainless Steel SS410
Stainless Steel SS410
Ductile Iron ASTM A536 65-45-12
EPDM
Bronze ASTM B150M C63000
Galvanized Carbon Steel Surface Passivation
Galvanized Carbon Steel Surface Passivation
Galvanized Carbon Steel Surface Passivation
Galvanized Carbon Steel Surface Passivation

FEATURES & SPECIFICATIONS
Valve conforms to MSS SP-67 / BS EN593: 2009
Design and test standard conforms to FM1112 and UL1091
Fusion bonded epoxy coated RAL3002
Fitted with visual indicator and supervisory switch
EPDM encapsulated disc
Valve suitable for indoor and outdoor installation

Universal wafer connection suitable for ANSI Class 150 / 
BS 4504 PN16 / EN1092-2 PN16
Working pressure   : 300psi - Non Shock Coldwater
Max. Test Pressure   : 600psi
Working temperature  : -10°C ... 120°C

DIMENSIONS (inch/mm)

2”/50
140.5

77

110
262.4

43
47
82

108

Size

A

B

C

H

L

L1

ΦD
ΦE

2.5”/65
152.5

80
110

274.5
46
51

97

108

3”/80
157.5

87

110
279.5

46
51

109
108

4”/100
176

108
110
298

52

57

140
108

5”/125
191

132

133

313.5
56

61

165

150

6”/150
202.5
144
133

330
56

61

198

150

8”/200
243.5
174
187

379

62

67

252

250

10”/250
273

208
187

409
68

73

304
250

12”/300
311

261

187

465
78

83

355

250
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21Butterfly Valves

HIGHRISER BUTTERFLY VALVE GROOVED ENDS 
Fig No.: FPBG-300G300PSI

NET WEIGHT (kg) & CRATE QTY (pcs)

Size

N.W.

Crate Qty

2”/50
4.4
90

2.5”/65
4.9
80

3”/80
5.2
70

4”/100
6.3
60

5”/125
11.7
50

6”/150
14
40

8”/200
22.1
20

10”/250
36.2
10

12”/300
50.2
10

Name Material

MATERIALS LIST

Body

Disc
Lower Shaft
Upper Shaft
Signal Gearbox
O-Ring

Bushing
Gland

Washer
Plug

Gear Box Fasteners

Ductile Iron ASTM A536 65-45-12
Ductile Iron ASTM A536 65-45-12 + EPDM
Stainless Steel SS410
Stainless Steel SS410
Ductile Iron ASTM A536 65-45-12
EPDM
Bronze ASTM B150M C63000
Galvanized Carbon Steel Surface Passivation
Galvanized Carbon Steel Surface Passivation
Galvanized Carbon Steel Surface Passivation
Galvanized Carbon Steel Surface Passivation

FEATURES & SPECIFICATIONS
Valve conforms to MSS SP-67 / BS EN593: 2009
Design and test standard conforms to FM1112 and UL1091
Fusion bonded epoxy coated RAL3002
Fitted with visual indicator and supervisory switch
EPDM encapsulated disc
Valve suitable for indoor and outdoor installation

Grooved ends to suit AWWA or BS pipe size
Working pressure   : 300psi - Non Shock Coldwater
Max. Test Pressure   : 600psi
Working temperature  : -10°C ... 120°C

DIMENSIONS (inch/mm)

2”/50
95

77

110
217

84.5
108
7.93

15.88
57.15
60.33

Size

A

B

C

H

L

ØE

H1

H2

ØD1

ØD2

2.5”/65
98

80
110
216

98

108
7.93

15.88
69.09

73/76.1

3”/80
105
87

110
227

98

108
7.93

15.88
84.94
88.9

4”/100
135

108
110
256

116

108
9.53

15.88
110.08
114.3

5”/125
148
132

133

275

149
150
9.53

15.88
137.03

141.3/139.7

6”/150
165

144
133

292

147.6
150
9.53

15.88
163.96

168.3/165.1

8”/200
204
173

187

339

134
250

11.13
19.05
214.4
219.1

10”/250
245
208
187

380
160
250
12.7

19.05
268.28
273.1

12”/300
277.5
261

187

426.5
165

250
12.7

19.05
318.3
323.9
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22 Butterfly Valves

HIGHRISER BUTTERFLY VALVE LUG TYPE 
300PSI  Fig No.: FPBG-300L

Size
50
2

65
2½

80
3

100
4

125
5

150
6

200
8

250
10

300
12

DIMENSIONS (inch/mm)

A

B

C

H

L

L1

ΦD
ΦE

140.5
77

110
262.4

43
47
82

108

152.5
80

110
274.5

46
51

97

108

157.5
87

110
279.5

46
51

109
108

176

108
110
298

52

57

140
108

191

132

133

313.5
56

61

165

150

202.5
144
133

330
56

61

198

150

243.5
174
187

379

62

67

252

250

273

208
187

409
68

73

304
250

311

261

187

465
78

83

355

250

NET WEIGHT (kg) & CRATE QTY (pcs)

Size

N.W.

Crate Qty

2”/50
6.7
60

2.5”/65
7.6
60

3”/80
8.1
60

4”/100
11.7
40

5”/125
15.3
30

6”/150
17.9
30

8”/200
23.7
20

10”/250
32.8
20

12”/300
45.3
10

Name Material

MATERIALS LIST

Body

Disc
Lower Shaft
Upper Shaft
Signal Gearbox
O-Ring

Bushing
Gland

Washer
Plug

Gear Box Fasteners

Ductile Iron ASTM A536 65-45-12
Ductile Iron ASTM A536 65-45-12 + EPDM
Stainless Steel SS410
Stainless Steel SS410
Ductile Iron ASTM A536 65-45-12
EPDM
Bronze ASTM B150M C63000
Galvanized Carbon Steel Surface Passivation
Galvanized Carbon Steel Surface Passivation
Galvanized Carbon Steel Surface Passivation
Galvanized Carbon Steel Surface Passivation

FEATURES & SPECIFICATIONS
Valve conforms to MSS SP-67 / BS EN593: 2009
Design and test standard conforms to FM1112 and UL1091
Fusion bonded epoxy coated RAL3002
Fitted with visual indicator and supervisory switch
EPDM encapsulated disc
Valve suitable for indoor and outdoor installation

Lugged connection to ANSI Class 150 / BS 4504 PN16 / 
EN 1092-2 PN16
Working pressure   : 300psi - Non Shock Coldwater
Max. Test Pressure   : 600psi
Working temperature  : -10°C ... 120°C
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23Butterfly Valves

FIREFLY BRONZE BUTTERFLY VALVE GROOVED ENDS

300PSI Fig No.: BBG-300

Name Material

MATERIALS LIST

DIMENSIONS (mm)

NET WEIGHT (kg) & CRATE QTY (pcs)

Body

Disc

Handwheel

Seat

Indicator

Housing

Size

B

C

ØE

ØF

M

N

Size

N.W.

Crate Qty

1.25�/32

138.9

98

42.4

38.99

15.88

7.95

1.25�/32

1.80

6

1.5�/40

1.87

6

2�/50

2.17

6

2.5�/65

2.80

6

1.5�/40

145.9

102

48.3

45.09

15.88

7.95

2�/50

159

104

60.3

57.15

15.88

7.95

2.5�/65

175.5

114

73

69.09

15.88

7.95

Bronze C836000

Stainless Steel AISI304

WCB

Viton

Powder Metal

Forged Brass

FEATURES & SPECIFICATIONS

Factory installed UL listed double tamper switches

Valve approved for indoor and outdoor use

Grooved ends to suit BS or ANSI pipe size

Working pressure   : 300psi

Max. Test Pressure   : 600psi

Max. working temperature  : 250°F (120°C)






































































